DESIGNATION 1 2 3 4 5 6
01 0/D
Variator PAM (flange to 1EC VA F N PAM
standards) or with motor 02 1/R
I
05 2/R
Variator with input-output shaft VR P S kW
10 3/R

1: type — 2: size — 3: style F (flange), P (foot) — 4: reducer (N° stages/D=output shaft diameter), R=nominal ratio
— 5: control type N (handwheel), 1 (handwheel with indicator), S (servo control) — 6: flange or motor characteristics

When ordering, specify exactly where the variator is to be mounted (Fig. 2) so the plugs
will be correctly positioned for correct lubrication.
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Designation examples:
— VA 02 FO/14 N 140 T1
mounting position B3
variator size 02, flange mounted, o/p shaft ¢ 14 handwheel, input to L.E.C. specifications.

— VA 05 F 1/3 1 kW 033
mounting position V5
Variator size 05, flange mounted, one stage gearbox, nominal ratio 3, handwheel with
indicator, motor kW 0,35 4 pole, 220/380 V. 50 Hz.

VARIATOR



SELECTION CHART

TAB.

Nr. stages 0 1
Gearbox
1 2 3 4 5 6
n2 min/max 200/1200 100/600 67/400 50/300 40/240 33/200
VAOT 12 18/07 2,811 4,:8/19 63124 73128 9,6/3,7
P1=0,09 g 77 87
VAQ ) 3413 57/2,2 93/36 12,5/4,8 15/5,8 18417
P1=0,18
’ Kg 124 144
VAOS 12 73124 11,3137 16/5,2 22,273 30,5/10 40,6/133
=037
P1=03 Kg 19,2 21,7
VATO T2 14,2/49 264191 37,713 4751771 578120 75,6/126,1
=07
P1=075 Kg 376 43
R=nominal ratio P1=input power (kW)
n2=nominal output speed (RPM) T2=permissible output torque (Nm)
n=overall theoretical efficiency Kg=variator with motor weight
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diagram valid for entire line, except for small variations.







VARIATOR WITH MOTOR ONLY

SIZE 01 02 05 10
VERSION F P F P F P F P
A 100 120 130 176
B 185 200 230 282 304
C 134 135 160 163 204 207 271 277
— 70 — 95 — 150 — 165
b — 28 — 37 — 55 — 70
c — 28 — 37 — 62 — 81
@ dge 911 1114 14119 19/24
& D 120 — 140 — 160 — 200 —
O E 100 — 115 — 130 — 165 —
& Fis 80 — 95 — 110 — 130 —
G 55 — 55 — 6,5 — 85 —
g 3 — 3 — 35 — 35 —
H 81 86 103 133
h 895 —_ 1065 — 121,75 — 136 —
h1 — 60,5 — 70,5 — 80,25 — 100
h2 — 90 — 107 — 122 — 158
| 7 — 95 — 95 — 13 —
L 20/23 23/30 30/40 40/50
M 300 301 344 347 416 419 505 511
p — 85 — 110 — 170 — 191
Q — 48 — 62 — 85 — 110
R — 8 — 9 — 10 — 12
3 S — 8 — 9 — 10 — 12
Y% 85 — 20,5 — 1875 — 3 —
o X 108 124 137 156
Y 166 184 212 234
o Z 120 B5 140 B5 160 B5 120 B14

Size VA 10 is available with B5 motorflange on request.
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VARIATOR WITH 1 STAGE GEARBOX

SIZE o1 02 05 10
VERSION F P F P F P F P
A 100 120 130 176
B 185 200 230 302 304
C 179 210 258 335
— 95 —_ 105 — 150 — 165
b — 37 —_ 45 — 70 — 95
C — 65 —_ 72 — 103 — 135
& dgs 11 14 19 24
@ D 120 — 140 o 160 — 200 —
> E 100 — 115 — 130 — 165 -
& Fis 80 — 95 — 110 — 130 —
G 6 — — 8 — 9 —
g 3 — — 35 — 35 —
H 48 44,25 50,5 77
h 56,5 — 64,75 — 69,25 — 80 —
h — 60,5 — 70,25 — 80,75 — 100
ha — 57 — 65 — 70 — 102
> 1 7 — 95 — 95 — 13 —
L 20 30 40 45
M 345 394 470 569
P — 112 — 124 — 175 — 189
Q — 62 — 75 — 10 — 140
R —_— 8 — 9 — 10 — 12
@ S — 8 — 9 — 10 — 12
\Y 8,5 — 205 — 1875 — 3 —
@ X 108 124 137 156
Y 166 184 212 234
o7 120 B5 140 B5 160 B5 120 B14

Size VA 10 is available with B5 motorflange on request.




